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Description

Recessed downlight produced in steel plate. It does not include a surround thus enabling its fully
flush installation in the ceiling. Suitable for different numbers of halogen lamps or LED lamps (with
the option of including discharge lamps on request). System allowing a wide angle for directing the
light beam of up to 80°.  Includes an easily removable cover behind the casing to allow the
installation of different sized lamps. Anchor clips included in the unit can be adjusted without the
need for additional tools. With the option of incorporating colour filters.

TECHNICAL CHARACTERISTICS

Type: DOWNLIGHT RECESSED

Adjustable: Adjustable ±40º around the two axis forming the horitzontal plane.

IP Protection degrees: IP23

Light source 1: 1 x GU5.3
max. 50W
Maximum lamp length: 55.00 mm

Voltage / Frequency: 12V/50-60Hz

Warranty (Years): 2

Units per box: 18

Net Weight (Kg): 1.17

EAN: 8435111057667

MATERIALS / FINISHES

Structure material: Steel
Injected aluminium

Structure finish: White
White

GEAR

Necessary equipment not included. For more information check website / catalogs / sales
organization.

http://www.leds-c4.com/fm/DM-0093-14-00.html
http://www.leds-c4.com/ee/DM-0093.pdf


Luminaire Measurem. Lamp
Code DM-0093-14-00 Code 44870V.WFL/p95/791 Code QR-CB  50W 60D
Name MULTIDIR Name MULTIDIR Number 1
Line Eulumdat Date 29-04-1994 Position

Efficiency 100.00% Coordinate system CG Total Flux 1474.00 lm

Maximum value 1430.07 cd Position C=0.00 G=0.00 Rotosymmetrical

Rectangular Luminaire Length 50 mm Width 50 mm Height 10 mm
Rectangular Luminous Area Length 50 mm Width 50 mm Height 0 mm

Horizontal Luminous Area 0.002500 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.000605 m2

Symmetry Type Rotosymmetrical Maximum Gamma Angle 180
Measurement Distance  0.00 Measurement Flux 1473.70 lm

Operator Source voltage
Temperature 25.00 °C Source current
Humidity 60.00 % Photocell
Notes

Luminaire Lamps
Line Code Name Flux [lm] Pow. [W] Q.ty
Eulumdat QR-CB  50W 60D QR-CB  50W 60D - 50.00 W 1474.00  50.00 1

C.I.E. 81   94   97   100   100 D DIN 5040 A60
F UTE 1.00 B B NBN BZ 1 / 4 / BZ 2
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